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*  IMPROPER USE OR FAILURE TO FOLLOW SAFETY PRECAUTIONS FOR THIS PRODUCT 
CAN RESULT DAMAGE TO EQUIPMENT OR PROPERTY, SERIOUS PERSONAL INJURY, OR 
DEATH 
 

*  OPERATORS MUST ENSURE THAT USERS AND SPECTATORS STAND CLEAR OF THE ARM 
RADIUS AT ALL TIMES (A MINIMUM OF 3 FEET IS RECOMMENDED). THE USE OF 
STANCHIONS AND/OR OTHER BARRIERS TO ENFORCE THIS LIMIT IS ADVISED 
 

*  SUBJECTS MUST TAKE THEIR PLACE DIRECTLY UNDER THE ORCAVUE OVERHEAD 
BEFORE THE DEVICE IS TURNED ON AND WAIT UNTIL THE ARM HAS COMPLETELY 
STOPPED BEFORE MOVING FROM DIRECTLY UNDER THE ORCAVUE OVERHEAD 
 

*  A LOSS OF BALANCE CAN RESULT IN SERIOUS INJURY AND/OR DEATH. 
THEREFORE, SUBJECTS MUST NOT BE UNDER THE INFLUENCE OF DRUGS OR 
ALCOHOL OR BE OTHERWISE IMPAIRED. 
 

*  OPERATORS MUST BE 18 YEARS OLD OR OLDER 
 
NOTE: 
 

*  DO NOT exceed the recommended maximum weight for camera and accessories of four 
pounds (2.5 pounds with the extension option) or set the unit’s speed to more than 60% 
when using the unit in a fully-loaded capacity 
 

*  Mount only to a structure designed and certified to support 300lbs or above.  
 

*  DO NOT rely on the obstruction sensor to stop the arm when operating. The obstruction 
sensor is programmed only for emergency stops, in cases when the arm is obstructed while 
revolving.  
 

*  The OrcaVue Overhead intended for use with cameras such as the iPhone, iPad, and 
GoPro that include internal video stabilization. 
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1. Controller (Figure 1) 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

1.1 Unit Power 

The Power Switch (PWR) controls the power to your unit; it has three positions:  AC, OFF and BAT (figure 3): 

• Use the up position (AC) when you are powering the unit using AC power, typically from a wall outlet. 

• Use the down position (BAT) when you are powering the unit using the V-mount battery option.  

• Use the middle position (OFF) when you wish to cut off power to the unit. 
 
If using AC power, plug the AC power cable (figure 2) into the AC power port (Figures 2 & 3). The red light 
above the PWR switch will be lit/on (as shown in Figure 3) if the unit is successfully being powered. Note that 
it is normal for the power light to blink several times at startup as well as once during each revolution. 
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1.2 Camera Arm Direction 

The Direction Switch (DIR) controls the direction that the camera arm swings; it has three positions:  FWD, 
APP, and REV (Figure 3): 

• The up position (FWD) spins the camera arm in a clockwise direction. 

• The down position (REV) spins the camera in a counter-clockwise direction. 

• The middle position (APP) allows the unit to be controlled by a device running an app with built-in 
OrcaVue integration. 

1.3 Camera Arm Speed 

The speed dial (SPEED) controls the speed at which the camera arm spins.  

• The white mark on the speed dial indicates the arm rotation speed (0-100) that the unit is currently set 
to. This range roughly corresponds to 6-12 RPM. 

• NOTE: The speed dial only works when the DIR switch is set to FDW or REV. If the DIR switch is set 
to APP, the speed is controlled from within a compatible application. 

1.4 DMX Port 

The DMX port enables DMX devices such as fog or confetti machines to be synchronized with the start of the 
arm rotation so that the resulting videos capture the device’s effects at the optimum moment. The DMX 
address assigned to the device determines the timing and may be between 1 and 59. Initially, when the unit is 
off, 0 is sent to all addresses. When the unit is turned on, the first digit determines the length of the delay (in 
seconds) before a value of 255 is sent to that address; the second digit sets the duration (in seconds) during 
which a 255 value is sent. A device with an address of 46, for example, would turn on four seconds after the 
arm starts and remain on for six seconds. 

1.5 Foot Switch 

The Foot Switch provides a wired means for turning the OrcaVue unit ON or OFF. (Note: the Foot Switch is 
supplied as an option.) To use: 

• Place the Foot Switch on the floor so that the rubber grip is on the bottom (Figure 4). 

• Plug the foot switch cord into the Foot Switch Port (Figures 5 & 6). 

•  Ensure that the controller box has power (red light is on). 

• Tap or step on the pedal to turn the unit on or off. There is no need to hold your foot down to keep the 
unit on. 

 

 
Figure 4 Figure 5 Figure 6 
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1.6 Wireless Keyfob (Remote) 

The supplied Keyfobs (Figure 7) enable you to control your OrcaVue unit wirelessly. 
 

There is no need to plug anything in. Simply make sure that the controller box has power and then press the 
remote button to start or stop your OrcaVue unit. You do not need to hold the button down. The Keyfob light 
will turn green when the Keyfob button is pressed (Figure 8). 

 

In some cases, you may wish to pair additional Keyfobs with your unit. To do so, use a pen or sharp object to 
breifly press the red recessed switch above the Key Fob label on the controller. After a short pause, the the 
green Keyfob light will glow a steady green. Press the button on the new Keyfob once. The Keyfob light 
should turn off. The Keyfob is now ready to use with your unit. 

 

 

 

 

2. Camera Arm  

2.1 Setup 

1. Unfold the camera arm by loosening the thumbscrew and pulling out the silver 
positioning pin at the pivot point (Figure 9). 

2. Insert the silver positioning pin either behind or through the 
arm at the desired angle.  

3. Remove the thumb screw in the base of the arm and slide 
the camera arm onto the silver square bar that is under the 
unit (Figure 10). Once you see the hole in the silver bar 
and the hole in the arm align, tighten the thumb screw 
back onto the arm. 

4. Set the arm height by removing the thumbscrew in 
the telescoping arm and sliding the arm into position 
(Figure 12). You can use the  

5. You can place the mid-arm extension in between the 
telescoping portions to gain another 16 inches of arm 
length. (Figure 12 
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2.2  Camera Plate Mount 

The supplied camera plate can be used to attach a camera to the arm. To do so, remove the plate from the 
top of the arm by twisting the clamping knob (Figure 15) in a counter-clockwise direction. Then screw the bolt 
protruding from the plate into the bottom the camera (Figures 13 & 14). Finally, return the plate to the top of 
the arm and firmly tighten it and the camera into place by twisting the clamping knob in a clockwise direction. 

2.3 Phone and Other Mounts 

The phone mount supplied with the unit as well as the optional ring light can be directly attached to the top of 
the arm without using the camera plate. To do so, remove the camera plate (installed at the factory) from the 
top of the arm by twisting the clamping knob (Figure 15) in a counter-clockwise direction. Next, insert the 
mount of choice between the clamps and firmly tighten it into place by twisting the clamping knob in a 
clockwise direction. 
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2.4 Camera Arm Attachments 

The camera arm has holes for accessory attachments such as LED panels or tablets. The holes are sized for 
a ¼ inch bolt and can be used with OrcaVue’s optional mini ball-mount adapter as shown in Figures 16 & 17. 
 

 

3. Automatic & Manual Operation Modes  
 

The Overhead units can be operated using the 
electric motor (called automatic mode) or by 
manually swinging the arm. To switch between 
modes, locate the “Belt-Release” lever under the 
unit (see Figure 18). Note: switching between 
modes may be more easily performed with the 
unit standing on its side. 
 

• To enter manual mode firmly depress the 
lever with your thumb or the palm of your 
hand and pop the belt off the pulley above 
it. The arm will now swing freely. 

 

• To return to automatic mode, align the 
belt in the groove of the center hub (see 
Figure 18). Then simultaneously depress 
the belt-release lever and guide the belt 
back over the motor pulley. The arm will 
now operate in automatic mode. 

 
 
 

Figure 18 
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4. Mounting  
 

The Overhead units come with a set of four 2” 
truss clamps that can be arranged in numerous 
orientations on the bottom of the Mounting Plate 
(Figure 19). These can accommodate box truss 
from 8”-12” (Figure 20) 
Use to the provided rope and pulley system to 
easily and safely assist the install of the 
Overhead unit.  
 

• Attach one end of the rope using the 
provided carabiner to the eye-bolt on the 
base of the mounting plate. (Figure 19) 

 

• Attach the first pulley assembly to the top 
center of the truss. (Figure 21) 
 

• Attach the second pulley assembly to the 
corner of the truss (Figure 22) 
 

• Run the rope though the two pulleys and 
down to the ground. 
 

• Use the rope to hoist the unit up to the 
bottom of the truss. Once it is firmly up 
against the truss, tie off the rope.  
 

• Use a ladder to reach the truss clamps 
and securely fasten all four to the truss.  

 

Figure 19 
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5. Operation 
 

1. After completing physical setup, walk the arm a full 360-degree rotation around unit to ensure that it 
will clear all surrounding objects. 
 

2. Place stanchions or other barriers outside of the arm radius to keep participants and spectators a safe 
distance from the arm’s path (we recommend 3 feet). 
 

3. Have subject(s) stand in the center of the perimeter. 
 

4. Instruct subjects to remain within the perimeter until after the arm has come to a complete stop. 
 

5. Initiate recording according to the camera and software you are using. 
 

6. Use the foot switch or wireless keyfob to initiate and halt arm rotation. Note: this may not be necessary 
when using recording applications that have built-in OrcaVue integration. 

6. Limited Warranty and Support 

6.1 Limited Warranty 

Each unit includes a one-year limited warranty that is subject to some limitations such as issues caused by 
normal wear and tear.  For complete limited warranty information, please reference: 
https://www.orcavue.com/commerce-terms-and-conditions.html 
  

6.2 Support 

For additional information on using your OrcaVue unit, please go to the following page where you will find an 
FAQ, additional written instructions as well as videos covering both hardware and software: 

https://orcavue.com/support 

  

https://www.orcavue.com/commerce-terms-and-conditions.html
https://orcavue.com/support
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7. Specifications & Drawings 

7.1 Specifications 
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7.2 Mounting Plate Drawings 

 


